Effective May 1, 2024

Greene County Sanitary Engineering Department

Specifications of The

TEE SIZED BY OWNERS ENGINEER.
5. POURED CONCRETE SUPPORTS.
6 FLANGED O.S.&Y. VALVE (2) ONE WiFH POST

B
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13
14,
15.
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GENERAL NOTES
FIRE-DEPARTMENT CONNECTION 5" STORZ—

#5 CORNER BARS @ 12" O.C. (TYP)

CCONNECTION, OR MATCH FIRE-DEPARTMENT
STANDARD. NOTEFDC L
REQUIREMENTS WILL VARY WITH JURI

4" CHECK VALVE AND4" BALL DRIP VALVE.
4" GRAVITY DRAIN OR 2" SUMP PUMP
DISCHARGE.

SIZED BY O

DOUBLE CHECK DETECTOR ASSEMBLY WITH ‘ —l.)—
NEPTUNE BYPASS METER SIZED BY OWNERS

ENGINEER. AA
M.A. INDUSTRIES STEPS PS-1 16" O.C.
90° BEND SIZED BY OWNERS ENGINEER.

WATER METER AND YOKE ASSEMBLY PER ’ L
GCSED. PLUMBER TO COORDINATE

METER ACQUISITION WITH GCSED.

METER SIZE TO BE DETERMINED BY

(OWNERS ENGINEER.

INSTALL PIPE SLEEVES FOR ALL WALL

PENETRATIONS AND SEAL WITH "LINK SEAL" OR

FIRE LINE (TYP)

=26
SIZE AS DETERMINED
/@ BY THE ENGINEER
A-A

DOMESTIC LINE (TYP)
SIZE AS DET!
DY THE ENGINBER

SIZE AS DETERMINED BY
THE OWNERS ENGINEER

mmnon LI'NjPPﬂ’

USE APPROVED MECHANICAL JT WALL SLEEVES
CAST IN WALL.
BILCO TYPE JD-2AL ACCESS DOOR-

COMBINATION FIRE, DOMESTIC

REDUCER AS SIZED BY OWNERS ENGINEER.
TEE AS SIZED BY OWNERS ENGINEER.
IF SUMP PUMP IS UTILIZED, DESIGN TO BE

METER PIT INCLUDING SUMP PIT IF UTILIZED
SHALL BE COMPLETELY WATER PROOFED WITH
AN APPROVED BITUMINOUS COATING.

ALL CONCRETE SHALL MEET MINIMUM 4200 PSI
28 DAY COMPRESSIVE STRENGTH.

BACKFLOW NOTE
REDUCED PRESSURE PRINCIPLE BACKFLOW
PREVENTION ASSEMBLY (ASSE 1013) TO BE
INSTALLED IMMEDIATELY UPON ENTRY OF
STRUCTURE, AHEAD OF ANY SPRINKLER

NOTES:
IRRIGATION NOT INCLUDED. REPLACE
IRRIGATION LINE IN DETAIL WITH

#

ANBIRBIGATION i (7P 178

SIZE AS DETERMINED BY ‘RMINED BY THE ENGINEER
‘THE OWNERS ENGINEER
MODIFIED TO PROVIDE A SUMP PIT CAST INTO REFER SECTION "A-A" FOR
LOOR. WALL REINFORCING

GREENE COUNTY
SANITARY ENGINEERING DEPARTMENT

FDC TO BE LOCATED CLOSER TO
BUILDING, NOT AT METER PIT. SEE

FIRE, DOMESTIC & IRRIGATION
METER PIT WITH DOMESTIC

BY-PASS 2\
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Effective May 1, 2024

Greene County Sanitary Engineering Department

Specifications of The.

BILCOTYPEJD2AL ACCESS DOOR CENTERED.
OVER METER. HASP LOCK REQUIRED.
'ACCESS DOOR TO BE FLUSH WITH FINISHED.
‘GROUND ELEVATION.

IXTIONS IN LOCATION MAY BE REQUIRED.
51 THEFIRE DEFARTMENT N BUILDING.
DEPARTMENT HAVING JURISDICTION.
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SECTION A-A
SPECIAL NOTES FIRE LINE DETAIL
IF THE FIRE DEPARTMENT CONNECTION IS
LOCATED ON THE PIT A HYDRANT MUST BE COUNTY

AVAILABLE EITHER OFF THE MAIN OR ON THE
COMBINATION LINE BEFORE THE PIT. IF THE FDC
IS LOCATED ON THE BUILDING WALL, AN
INDEPENDENT FIRE HYDRANT MUST BE
AVAILABLE FOR THE FIRE DEPARTMENT TO
CCONNECT TO FOR A WATER SUPPLY.

WARNING: HYDRANTS ARE NOT TO BE LOCATED
ON THE FIRE LINE SERVING THE BUILDING
SPRINKLER SYSTEM. UNLESS THE DOUBLE
DETECTOR CHECK ASSEMBLY IS LOCATED IN
THE BUILDING. IN WHICH CASE THIS PIT WOULD
NOT BE REQUIRED.

NOTES;
IRRIGATION NOT INCLUDED. REPLACE
IRRIGATION LINE IN DETAIL WITH

1

SANITARY ENGINEERING DEPARTMENT

FDC TO BE LOCATED CLOSER TO
BUILDING, NOT AT METER PIT. SEE

FIRE LINE METER PIT DETAIL
SECTIONA-A
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Effective May 1, 2024

Greene County Sanitary Engineering Department

Specifications of The.

—=—— SLOPE 1/4" PER FT. _.‘ |
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SECTION B B

DOMESTIC, IRRIGATION OR-COOLING TOWER DETAIL

DOMESTIC SERVICE NOTES

DOMESTIC SERVICE SHALL BE SIZED BY OWNERS ENGINEER.

METER SPACING SHOWN IS FOR A 2" METER.

DOMESTIC SERVICE METER SHALL BE INSTALLED USING

METER-BAR WITH BYPASS MEETING GCSED SPECIFICATIONS.

CONTRACTOR SHALL SUPPLY APPROPRIATE SUPPORTS TO HOLD

DOMESTIC METER IN POSITION.

INLET SERVICE PIPE SHALL BE "TYPE K" Cu OR PEX PER GCSED NOTES
IRRIGATION NOT INCLUDED. REPLACE
IRRIGATION LINE IN DETAIL WITH

SPECIFICATIONS.

OUTLET PIPE MATERIL SHALL COMPLY WITH REQUIREMENTS OF

GREENE COUNTY HEALTH DEPARTMENT DIVISION OF PLUMBING

INSPECTION SPECIFICATIONS.

GREENE COUNTY
SANITARY ENGINEERING DEPARTMENT

FDC TO BE LOCATED CLOSER TO
BUILDING, NOT AT METER PIT. SEE

DOMESTIC, IRRIGATION OR
COOLING FOWER-METER PIT_

SECTION B-B
<
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